Ceiling Diffusers TROZ technik
Type ‘AD LR, The art of handling air
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ADLR-Q ADLR ADLR-...-H ADLR-...-V-M

Minimum distance between two diffusers

Flow Rate, V (I/s)

Size Sze © ©B ©OD H, OK
19 31 42 50 58 83 100 119 139 181 219 231 250 278 300 360 440 500

1 12 20 23 25 27 1 244 202 123 220 266
2 12 20 22 24 29 32 35 2 300 258 158 250 290
3 12 23 28 30 33 35 4.1 3 356 314 198 205 372
4 18 27 30 33 35 40 43 43 4 412 370 248 345 476
5 25 35 38 42 43 44 46 48 5 468 426 248 345 476
6 25 37 41 42 44 46 47 51 6 542 482 313 410 567
7 25 89 4 42 44 46 5 54 7 598 538 313 410 590
8 38 89 41 44 45 49 54 57 8 654 594 313 410 615
Nomenclature Diffuser layout

\7 inl/s = Flow rate
Viin in I/s = Minimum flow rate flow rate —— .
. A >A/2
Size Viin E
Note 1 19 1

In all cases, the sound power level is Ly, = 40 dB(A) per 2 31
diffuser and the pressure drop Ap; = 45 Pa. 3 50 <
Selection valid for ceiling height = 2.7...3 m. 4 83
7—‘ E { .
Available dimensions 5 111 o =
Diffuser face ADLR-Q = [1 593, 598, 618 and 623 mm 6 139 <
Al
7 181
8 222
Order Code These codes need not be completed for standard products

|ADLR-Q-2ZH-M-L| /[ 400 | /| 0 KRR RAL 9016 |

Type Specify RAL colour
A%pLR Size
(circular diffuser face) 0 Standard finish
. powder coated
Square diffuser face Q ——— _ - to RAL 9010 (GE 50 %)"
—— L Spigot with lip seal ——— | P1 Powder coating
to RAL 9006 (GE 30 %)"
Bl e A M Adjustable flow rate control Other colours( )
with single blade RAL... (GE 70 %))
Top entry  supply air } zVv to o 0%)
plenum extract air AV p ——
Side entry  supply air } ZH 1) GE = Gloss level
plenum extract air AH

Note: For further details, please refer to TROX KLIMA Asia Pacific catalogue Ref. 2/16/EN/--.

148 © Quality Air Equipment Pty Ltd 2020



