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QLV-360 @ 0.3 m/s discharge vel.  

Type ‘QLV-360’ Displacement Diffuser

160
200
250
316
400
500
600

104
126
155
240
360
443
644

46
29
18
16
14
9
7

32
27
21
22
21
15

<15

1.3
1.3
1.3
1.4
1.6
1.6
1.8

Unit 
Size

Unit Ht. 
(mm) Air flow 

(l/s)
∆P   

(Pa)
SWL in 
dB(A)

Throw ≤ 
0.25 m/s

QLV-90 @ 0.3 m/s discharge vel.  

148
180
218
339
508
627
913

89
55
35
31
26
17
14

42
37
31
31
31
25
24

1.3
1.3
1.3
1.4
1.6
1.6
1.8

Air flow 
(l/s)

∆P   
(Pa)

SWL in 
dB(A)

Throw ≤ 
0.25 m/s

QLV-180 @ 0.3 m/s discharge vel.  

192
233
281
433
646
795
1154

148
90
55
49
40
26
21

50
44
38
38
37
32
21

1.3
1.3
1.3
1.4
1.6
1.6
1.8

Air flow 
(l/s)

∆P   
(Pa)

SWL in 
dB(A)

Throw ≤ 
0.25 m/s

NOTE: The selection given above assumes that the volume control damper is fully open.   
    

1.3 Displacement Di�users
Type ‘QLV’              

Table 1: Quick selection guide for ‘QLV’ Type 90°; 180° and 360° construction variants

1000
1000
1000
1250
1500
1500
1750

KEY FEATURES:
• Suitable for commercial and industrial 
 applications
• Manufactured in pre-galvanised sheet steel.
• Available in 90°; 180° or 360° radial air  
 discharge.
• Comes with circular inlet spigot which can be  
 located at the top or bottom of the diffuser.

RECOMMENDATION:
• Temperature differential for supply air should  
 be between -1 and -6 K.

STANDARD FINISH:
• Powder coating to RAL 9010 in matt white.

Note: For further details, please refer to TROX KLIMA Asia Pacific catalogue Ref. T 1.3/2/EN/--.

17
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Type ‘QLV’
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KEY FEATURES:
• Suitable for commercial and industrial 
 applications
• Manufactured in pre-galvanised sheet steel.
• Available in one (i.e., face only) or three (i.e.,
• face and sides) directional air discharge.
• Comes with rectangular inlet spigot located at  
 the top or bottom of the diffuser

RECOMMENDATION:
• Temperature differential for supply air should  
 be between -1 and -6 K.

STANDARD FINISH:
• Powder coating to RAL 9010 in matt white

Type ‘QLF’ Displacement Diffuser

450 x 300
450 x 450
600 x 300
600 x 450
600 x 600
750 x 450
750 x 600
750 x 750
1000 x 600
1000 x 750
1250 x 600
1250 x 750
1500 x 750
1500 x 1000
1750 x 750
1750 x 1000
1750 x 1250
2000 x 1000
2000 x 1250

13
20
18
27
36
34
45
56
60
75
75
94
112
150
131
175
218
200
250

< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15

26
27
27
29
28
30
27
24
28
25
28
26
26
29
26
30
32
30
33

H x B (mm) Vmin 
(l/s)

40
60
54
81
108
101
135
168
180
224
224
281
337
449
303
524
655
599
749

Vmax 
(l/s)

LWA  min 
in dB(A)

LWA max 
in dB(A)

Table1: Quick Selection for 'QLF-1' 

450 x 300
450 x 450
600 x 300
600 x 450
600 x 600
750 x 450
750 x 600
750 x 750
1000 x 600
1000 x 750
1250 x 600
1250 x 750
1500 x 750
1500 x 1000
1750 x 750
1750 x 1000
1750 x 1250
2000 x 1000
2000 x 1250

25
32
33
42
55
52
68
79
92
107
115
133
160
216
186
252
296
290
340

< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15
< 15

45
42
47
45
40
45
42
36
43
37
46
38
39
42
39
42
43
43
43

H x B (mm) Vmin 
(l/s)

75
95
99
126
164
157
204
238
276
321
344
400
480
649
559
757
888
869
1019

Vmax 
(l/s)

LWA  min 
in dB(A)

LWA max 
in dB(A)

Table2: Quick Selection for 'QLF-3'  

1.3 Displacement Di�users
Type ‘QLF’

Note: For further details, please refer to TROX KLIMA Asia Pacific catalogue Ref. T1.3/1/EN/--.18
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